
PRODIGY

BLenDinG instrUctions

Remember - warm water (not to exceed
120oF) will always make powders go into
solution easier. If cold water is used manual
agitation may be necessary.

EnviroSpec products are manufactured in
such a manner as to insure that once the
product is totally dissolved that it will stay in
solution for a very long period of time.

When mixing, fill a clean poly drum
approximately 50% full of warm water and place
the nozzle of a high pressure washer close to
the bottom and continue filling while adding the
powder slowly. When the drum is 90% full all of
the powder should have been added. Continue
filling until the drum is full. 

Product is now ready to use.

note: If this product has a liquid additive - the
additive should be added last.

health & safety information
eFFects oF oVer eXPosUre

•ingestion: Damage to renal system may occur
•eyes: Causes severe eye irritation
•skin: Causes skin irritation
•inhalation: Causes respiratory tract irritation

emergency First Aid Procedures:

•ingestion: Dilute the alkali by giving water or
milk immediately and allow vomiting to occur.
Examine victim for possible corrosive injury to
mouth and throat and irrigate the areas with a
1% Acetic Acid until alkali is completely
neutralized. Avoid gastric lavage or emesis.
(Dreisbach, Handbook of Poisoning, 11th
Edition). Maintain airway and treat shock. If
vomiting occurs, keep head below hips to help
prevent aspiration. Get medical attention
immediately.
•eyes: Flush with copious amounts of water
until all material is removed. If irritation
develops or persists, get medical attention. 
•skin: Thoroughly wash exposed area with
soap and water. Remove contaminated
clothing 
•inhalation: Remove to fresh air. If breathing is
difficult, oxygen may be given, preferably with a
physician's advice. If not breathing, give
artificial respiration, preferably mouth-to-
mouth. Get immediate medical attention.

reAD & UnDerstAnD
the Material Safety Data Sheet PRIOR to mixing or
using this product.  If no MSDS is present call

1-800-346-4876

For Industrial or Professional Use Only
Keep out of reach of children & Animals

envirospec
a Division of Hi Tech Jetting Technologies, Inc.

in case of spill call 
chemtrec
1-800-424-9300

● gloss enhancers
● SuperFlo Polymer
● extra Solvents
● excellent Wetting
● excellent Rinsing

The Industry’s  #1 Selling Truck Washes 
conTaInIng The ‘zP-1’ comPlex
and SuperFlo Polymer with high gloss enhancers

Use instrUctions:
Apply using an Allison Super Sucker chemical
injector.  In order to adjust to the proper
concentration level always run a test pattern first
on and inconspicuous area of the surface.  Apply
chemical from the bottom up and rinse from the
top down.  Apply only an amount that can be
rinsed before the product dries on any surface
including glass. Avoid applying any cleaning
chemical to a ‘hot’ surface. Cool down using cool,
fresh water first.
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